USER'S MANUAL

Anion Optical Catalyst
Lamp

DF-3038

Before using the air purifier, please read this manual carefully. Be sure
to keep it handy for later reference.



Anion Optical Catalyst Lamp | DF -3038

C) Name of Each Part

1. Anion (Negative lon) outlet

2. Anion generator power switch
3. Micro measuring gloss sensor
4. Stand's arm

5. Head of table stand

6. Mood lamp

7. Clock

8. Power switch(Tact type)

9. Optical catalyst filter

Inquire of service center if the power cord is not working properly.
@' ' (h?ind the electric shock and burn by short) : :
*Damaged power cord must only be replaced by qualified service

~ Warning personnel. -
*No responsibility for disassembly by user’s authority.

O Product Standard

Voltage AC 220V, 50Hz
Consumption Power 20W (Waiting power 3W)
Inverter Lamp 15W

Input Electricity 0.15A

Product Size 200 x 240 x 360 mm
Attached Parts Spin tester, Lamp, Battery




O Function and Features

It generates a lot of negative ions which are good for your health and promote
metabolism. Negative ions get rid of dusts in the air.
e The Efficacy of Anion
1) Activate lots of enzyme in body.
2) Strengthen disease-resistance of muscle.
3) Combine with a floating dust(+ion) in the air and counteract dust to clean air
4) Counteract high voltage static in television and computer Negative high
voltage electric field of lamp can counteract static absorbs lots of dust

in television & computer, and lessen the damage of dust to television
& computer.

e Optical Catalyst Filter
Optical catalyst filter using titanium dioxide gets rid of organic compound
like nitric oxide, waste gas, various bacteria, nasty smell and etc.

e Back-Lighting LCD Clock
Adopting the clock in the center of the body enables you to use an alarm
-functioned clock in addition to lighting.

e Energy Saving Lamp (Bulb)

Adopting inverter lamp reproduce natural light and suppress the damage to
the human eyes.

a) When the ray of circumstance is lower than 150LUX, the blue indicator will
get turned on automatically.

b) This informs you that the circumstance is lack of lightness, therefore it is
time to turn the light on to avoid damaging your eyes while studying.

c) At night it can be used as a Blue color mood lamp.
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Spinning the tester under the inverter lamp. The color is seen evenly.

<Fluorescent lamp or <Natural light or
Incandescent lamp> Inverter lamp>

O Operation

L@

a) Connect the plug into the power.

b) Getting your hands closer (1~2cm) to the infrared switch marked ON / OFF,
the lamp will be turned on and off.

¢) Adjusting rotation and high & low of the lamp head, you can control the
angle of illumination.

BCJRGnGenerator

a) Connect the plug into the power.

b) Turning the Anion switch to “ON", the Anion generator starts working and
indicating blue light gets turned on.

¢) Turning the Anion switch to “OFF", the Anion generator stops working and
indicating blue light gets turned off.

3)-1. Inputting The Battery







